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1|Core Boot charging station 2023-07-11
2|Core Change availability 2023-07-11
3|Core Get Configuration 2023-07-11
BIManufacturer recommends to keep
websocketpinginterval around 10 which is within our
preferred range
4|Core Change Configuration 2023-07-11
5|Core Heartbeat 2023-07-11
6|Core Charging Session - Local - Plugin first 2023-07-11
After the charger comes back online it sends one
Metervalue that combines all metervalues that were
7|Core Charging Session - Local - Identification first - Connection Loss 2023-07-11 created while it was offline.
8|Core Charging session - Local - Identification first - Connection TimeOut 2023-07-11
9|Core Hard Reset - During Charging session 2023-07-11
10|Core Hard Reset - No charging session 2023-07-11
11|Core Soft Reset - During Charging session 2023-07-11
12|Core Soft Reset - No charging session 2023-07-11
13|Core Charging session - Local - Unauthorized 2023-07-11
14|Core Charging session - Remote Start and Stop Transaction - Cable first 2023-07-11
15|Core Charging session - Remote Start Transaction - Request first - Unlock Connector |2023-07-11 Unlock Connector not supported since it’s a DC charger
16|Core Hardware related notification / error condition 2023-07-11
17 |[Firmware Management |Remote Firmware update - Download failed 2023-07-11
18|Firmware Management |Remote Firmware update - Installation failed 2023-07-11
19|Firmware Management |Remote Firmware update - Download & install 2023-07-11
20 |Firmware Management |Remote get diagnostics report 2023-07-11
21|Firmware Management [Remote get diagnostics - fail 2023-07-11
22|Core Clear cache 2023-07-11
23|Remote Trigger TriggerMessage 2023-07-11




