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There is no ICCID information in BootNotification. We highly recommend to implement this since it facilitates the troubleshooting process.

1|Core Boot charging station 2023-08-31 14:36:06 Y  |According to the manufacturer, the charger reads ICCID information but willnot show in the BootNotification.
2|Core Change availability 2023-08-31 14:43:55 Y
3|Core Get Configuration 2023-08-31 14:45:35 Y
WebsocketpingInvertal implemented and can be configured to 180 seconds. However, the backend should send a reset request to the
charging station in order to activate the changed value.
MetervalueSampleData doesnot support the measured value Current.Offer, this configuration can only be changed with the measured value
4|Core Change Configuration 2023-09-14 14:30:45 Y the charger supports.
5|Core Heartbeat 2023-08-31 14:52:16 Y
The charger only support Plugin First method to identification. Swipe the card and then plug in the cable will not start the transaction.
Swiping the unauthorized card during ongoing transactions, the charger willnot send unauthorized information to the backend.
The charger will send 2 Finishing StatusNotifications before sending Stop Transaction message. Minor issue.
6|Core Charging Session - Local - Plugin first 2023-08-31 15:08:46 Y
Re-esitablish the connection with the backend succeed. The charger send StopTransaction as expected, the Metervalues will not transfer to
the backend.
7|Core Charging Session - Local - Identification first - Connection Loss 2023-08-31 15:19:15 Y
The charger doesnot support swipe the card to identification first.
The ConnectionTimeout is implemented in the charger's configuration key list, however, there is no usage of this configuration key in this
model, and change this value will not make any difference. This key is supported by the models support identification first method.
According to the manufacturer, the charger has a built-in timeout function called "SessionTimeout", after 120 seconds (Fixed) from pluging
the cable, The charger will change the StatusNotification from the status "Preparing" to "finishing" when SessionTimeout is reached, then the
transaction will not start, the user should then unplug and reinsert the charging cable in order to start a transaction.
8|Core Charging session - Local - Identification first - Connection TimeOut 2023-08-31 15:34:16 Y
The charger sends StopTransaction and then reboot as expected.
We expect to receive an Unavailable status notification as the charger reboots. Minor issue.
After the charger reboot from the Hard Reset during transaction, we expect to receive Finishing Status instead of Preparing when the cable
remains plugin.
9|Core Hard Reset - During Charging session 2023-08-31 15:38:48 Y
10| Core Hard Reset - No charging session 2023-08-31 15:43:51 Y We expect to receive an Unavailable status notification as the charger reboots. Minor issue.
11|Core Soft Reset - During Charging session 2023-08-31 15:47:09 Y Soft Reset during transaction behaviors the same with Hard Reset. See notes step 9.
12|Core Soft Reset - No charging session 2023-08-31 15:50:27 Y We expect to receive an Unavailable status notification as the charger reboots. Minor issue.
13|Core Charging session - Local - Unauthorized 2023-08-31 16:51:28 Y Only plug in the cable first, the charger can recognize the unauthorized information and send to the backend.
14|Core Charging session - Remote Start and Stop Transaction - Cable first 2023-08-31 15:52:42 Y
Without pluging the cable, the charger will reject the Remote Start Transaction request from the backend. According to the manufacturer,
currently this charger model only accept the Remote Start Request after pluging the cable.
15|Core Charging session - Remote Start Transaction - Request first - Unlock Connector |2023-08-31 16:00:23 Y It is a DC charger with fixed cable, Unlock Connector is not applicable.
16|Core Hardware related notification / error condition 2023-08-31 16:01:25 Y
17|Firmware Management |Remote Firmware update - Download failed 2023-08-31 16:09:58 Y
18|Firmware Management |Remote Firmware update - Installation failed 2023-08-31 16:10:27 N/A | The charger uses its own server and supports HTTP protocol. Not applicable to test this step.
Updating Firmware can only use the URL provided from the manufacturer, which is pointing towards its own server.
We expect to receive an Unavailable status notification from the charger during the installation of the Firmware.
How firmware updates during ongoing transaction and the charger expect behavior should be further clarified from the manufacturer.
19|Firmware Management |Remote Firmware update - Download & install 2023-08-31 16:16:37 Y Rest works as expected.
20|Firmware Management |Remote get diagnostics report 2023-08-31 16:19:49 Y Diagnostics report upload to our FTP server as expected.
21|Firmware Management |Remote get diagnostics - fail 2023-09-14 14:25:30 Y UploadFailed received as expected.
22|Core Clear cache 2023-08-31 16:26:34 Y
23|Remote Trigger TriggerMessage 2023-08-31 16:28:58 Y




